
19 Kg 

1640 (L) x 992(W) x35(H) mm

1000V DC

20V DC

6x10 pieces in series

Poly crystal Si
156mmx156mm square

Note: defined as standard deviation of thousands measurements. Absolute power values depend on the measuring system. 
They can differ by +/- 5% from one measuring system to another.

(Measurement conditions under irradiance level of 1000W/M2, Air Mass 1.5 Spectrum, cell temperature of 25°C)

PS210P—20/U

PS215P—20/U

PS220P—20/U

PS225P—20/U

PS230P—20/U

PS235P—20/U

PS240P—20/U

PS210P—20/U
PS215P—20/U
PS220P—20/U
PS225P—20/U
PS230P—20/U
PS235P—20/U
PS240P—20/U

210W

215W

220W

225W

230W

235W

240W

7.35A

7.47A

7.59A

7.71A

7.83A

7.94A

8.06A

28.6V

28.8V

29.0V

29.2V

29.4V

29.6V

29.8V

7.90A

8.00A

8.10A

8.20A

8.30A

8.40A

8.50A

36.5V

36.7V

36.9V

37.0V

37.1V

37.3V

37.5V

45oC±2oC

－0.35%/oC

－0.48%/oC

 0.05%/oC

P(W)

224.0

192.0

160.0

128.0

96.0

64.0

32.0

0.0
U(V)0.00

8.000

7.200

6.400

5.600

4.800

4.000

3.200

2.400

1.600

0.800

0.000
4.80 9.60 14.40 19.20 24.00 28.80 33.60

3.2 mm toughened glass

Phono Solar Technology Co., Ltd.    http:// www.phonosolar.com.cn

Diode’s amount 

Connector type

3 pieces

0.90m wire (   4 mm2), same as MC connector


